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Machine parameters:

#ZlControl Mode
#12§R<FMachine Size
F=ECapacity
E[EVoltage
SEPressure
SInZEPower
Z=Weight

*EIMOption

n
]
mn

HXL1001-01 £HEPVCSREAZEMN

AUTOMATIC ASSEMBLY MACHINE FOR NELATON CATHETER

PLC Control
L4500*W1200*H1800MM
1200-3600pcs/hour

220V

0.6Mpa

20KW

3000KG

o R

packaging machine and vision
system in automatic production line

NEF=R

Technical features:
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* Full automatic production process from material feeding to
finished products discharging.

*Unique glue technology, can achieved quantitative
dispensing glue.

e Advanced tip-forming technology with RF generator, hot
punching, and surface is smoother.

* High compatibility: Available for different sizes.

4 CCD technology can be optionally be added to detect the
tip-forming size of the tube.

REMIEXHETIRERKARATE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

ik TAREARENEEEETUKERTS
Add: No.7Yaokeng Reservoir Road, Tangxia Town, Dongguan City,
Guangdong Province, China 523710

8% : 0086-0769-82993960
HE#E : hengyao@hengyaoautomation.com
Mk : www.hengyaoautomation.com
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AUTOMATIC ASSEMBLY MACHINE FOR ENDOTRACHEAL TUBE

NEBH=

Technical features:
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= Control Mode PLC Control
e High-precision forming mold with thermoforming process
#Hl8& R Machine Size L2700"W1500*H1800MM to ensure the consistency of the tip-forming.
F=&Capacity 700pcs/hour » Hot punching hole has smooth surface, more comfortable,
reduce the damage to human.
B Voltage 20y e Equipped with beveling, tip-forming, Murphy hole, side
SEPressure 0.6Mpa holes and assembly connectors functions.
HBIfZEPower 5KW 4 Camera CCD technology can be optionally be added to
detect the accuracy of the tip-forming size.
EEWeight 1000KG
BRI General Size range from FR6.0-8.5

REMIEXHETIRERKBRATE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

itk TAREREMREEETIKERTS F83% : 0086-0769-82993960
Add: No.7 Yaokeng Reservoir Road, Tangxia Town, Dongguan City, HE#E : hengyao@hengyaoautomation.com
Guangdong Province, China 523710 Pk : www.hengyaoautomation.com
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AUTOMATIC ASSEMBLY MACHINE FOR SUCTION CATHETER

NEF=R

Technical features:
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Machine parameters:

f=tHlControl Mode PLC Control

Hl#&R~FMachine Size L4500*W1200*H1800MM * Full automatic production process from material feeding to finished
7= & Capacity 1200-3600pcs/hour products discharging,save labor costs.

® Precise punching structure design to ensure product consistency.
FBEVoltage 220V e The machine automatically switches the tube bin to ensure that the
SJEPressure 0.6Mpa feeding and refueling do not stop.

e Available for different sizes by changing mould.
SInZEPower 20KW / eine
Z=Weight 3000KG
%3 Option AR R BRI NRY

Can be optionally connected with packaging machine and
vision system in automatic production line.

REMEXFETIRERRERAE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

itk TAREREMIREEETIKERTS 8% : 0086-0769-82993960
Add: No.7 Yaokeng Reservoir Road, Tangxia Town, Dongguan City, HE#E : hengyao@hengyaoautomation.com
Guangdong Province, China 523710 Pk : www.hengyaoautomation.com
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AUTOMATIC ASSEMBLY MACHINE FOR MEDICAL CHECK VALVES

NEF=R

Technical features:
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Machine parameters:

f=lControl Mode PLC Control
#132R<FMachine Size L2000*W1200*H1800MM e Servo system controls, high-speed automated equipment to
produce high quality check valves, final yield up to 99%.
F=ECapacity DTGl eDesigned with precise mechanical and automated process
E[EVoltage 220V including seal ring, compression spring and glue with high
SEPressure 0.6Mpa capacity. o . .
eAccurate positioning of gluing without valve leakage or

BIhZPower 2KW non-polluting.
E8Weight 2000KG aCan optionally add high precision air tightness detection in

: . the whole production process, which can ensure product
*i}ﬁlﬁilﬂﬁEOption EHJ[]%@\@;)UUI}JEE / A HBERIEEITIZ quallty

Can optionally add valve leakage test
function and ultrasonic welding
technology

REHEXFETIRERRERATE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

itk TAREREMIREEETIKERTS 8% : 0086-0769-82993960
Add: No.7 Yaokeng Reservoir Road, Tangxia Town, Dongguan City, HE#E : hengyao@hengyaoautomation.com
Guangdong Province, China 523710 Pk : www.hengyaoautomation.com
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AUTOMATIC ASSEMBLY MACHINE FOR EXPANDABLE CATHETER MOUNT

NEF=R

Technical features:
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Machine parameters:
e Full automatic production line including tube , patient side

#Z=HlControl Mode PLC Control connectors and machine side connectors.
e Various of connectors are available for the production.

H2&R~FMachine Size L1800*W1000*H1800MM : ; : o ;
e Precise machine design with high capacity, accurate
F=E=Capacity 1000stes/hour positioning of glue applying to reduce secondary manual
B EVoltage 200V contamination.
SEPressure 0.6Mpa
SIhZEPower 2KW
EBWeight 800KG
*JETOption R EIRIER P Z 3R 7E

Size can be customized according to
customer requirements

REMEXFETIRERRERAE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

itk TAREREMIREEETIKERTS 8% : 0086-0769-82993960
Add: No.7 Yaokeng Reservoir Road, Tangxia Town, Dongguan City, HE#E : hengyao@hengyaoautomation.com
Guangdong Province, China 523710 Pk : www.hengyaoautomation.com
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AUTOMATIC ASSEMBLY MACHINE FOR NASAL OXYGEN TUBE

NEBH=

Technical features:
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Machine parameters: o JRIFRVSEIIZIT, IREBIRE AT 5

f=flControl Mode PLC Control

#8&Rf Machine Size L6000"W3500"H2000MM o Automatic production from material feeding to finished
F=ECapacity 2000pcs/hour product discharging.

» Adopting a unique dispensing technology for a strong and

BEVoltage 380V reliable bond.

SEPressure 0.6Mpa e Unique structure design to make equipment stable and
SIhZEPower 6KW reliable.

EEWeight 3000KG

%EIOption AEESESEEROEY

Can e[-connecte to nasal oxygen
cannula wrapping machine

REMHIEXMETIRERKRERAR

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

itk TAREREMREEETIKERTS F83% : 0086-0769-82993960
Add: No.7 Yaokeng Reservoir Road, Tangxia Town, Dongguan City, HE#E : hengyao@hengyaoautomation.com
Guangdong Province, China 523710 Pk : www.hengyaoautomation.com
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Machine parameters:

f=flControl Mode PLC Control
#128R~FMachine Size L9800*W5000*H1900MM
F=E=Capacity 2000pcs/hour
Fa[EVoltage 220V

SEPressure 0.6Mpa

SIhZEPower 10KW

EEWeight 1200KG

#EIHOption AEEEaBEETE

Can be connected to nasal oxygen
tube production line

REMIEXHETIRERKERATE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

ik TARERENREEEETUKERTS
Add: No.7Yaokeng Reservoir Road, Tangxia Town, Dongguan City,
Guangdong Province, China 523710

AUTOMATIC OXYGEN CANNULA WRAPPING MACHINE

NEBH=

Technical features:
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e Fully automated production from loading to finished
products.

» Unique dispensing process, quantitative dispensing gel.

* Automatic winding and packaging.

F83% : 0086-0769-82993960
HE#E : hengyao@hengyaoautomation.com
Mk : www.hengyaoautomation.com
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AUTOMATIC ASSEMBLY MACHINE FOR HME BREATHING FILTERS

NEBH=

Technical features:
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Machine parameters:

s SERIY, RRFARAEXSD

=il Control Mode PLC Control
#2sR~Machine Size L3500*W2200*H1800MM e Full automatic production process from material feeding to
=@ Capacity 1100pcs/hour finished products discharging.

» Adopting ultrasonic welding technology to weld products
E[EVoltage 220V more firmly.
SEPressure 0.6Mpa » Adopting servo locking to make the screw cap torque

consistent.

RIEEPower 6KW o Equipped with air tightness tester to differentiate good and
Z&Weight 3000KG defective products.

REDHEXFETIRERRERAE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

itk TAREREMREEETIKERTS 1% : 0086-0769-82993960
Add: No.7Yaokeng Reservoir Road, Tangxia Town, Dongguan City, : hengyao@hengyaoautomation.com
Guangdong Province, China 523710 Wik : www.hengyaoautomation.com
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CATHETER HOLE PUNCHING MACHINE

NEF=R

Technical features:

« RIFLIASESS , R
« LR, R AT E I

NS

Machine parameters: * Eyelets forming system is characterized by advanced heating

technology to make eyelets and holes. It allows to make

#Z#Control Mode PLC Control eyelets in burr-free and with a specific radius shape.
##&R~tMachine Size L500*W400*H300MM e Deliver clean and rounded edges cutting from different
B EVoltage 220V polymer materla.ls. . .
o Keep the eyelet in ovals shape constant with precise mold.

SEEPressure 0.6Mpa o Wide variation in tube sizes.
SIfZEPower 1KW
EEWeight 50KG

FR8-F18 REEEMTIA
BAEGeneral Tube size ranging from FRS8 to

FR18 by changing cutting molds.

REMIEXHETIRERKERATE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

itk TAREREMIREEETIKERTS 8% : 0086-0769-82993960
Add: No.7 Yaokeng Reservoir Road, Tangxia Town, Dongguan City, HE#E : hengyao@hengyaoautomation.com
Guangdong Province, China 523710 Pk : www.hengyaoautomation.com
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Machine parameters:

#Z=iHlControl Mode PLC Control
#1238 R~ Machine Size L600*W400*H300MM
F==Capacity 0-700pcs/hour
F[EVoltage 220V
SEPressure 0.6Mpa
BIfZEPower 3KW
E=Weight 50KG
AR FR8-18
BA#IMEGeneral Tube sizes ranging from FR8-18
EEMEKIER

By changing forming mold

REMIEXHETIRERKERATE

Dongguan Hanghingli Medical Equipment Technology Co., Ltd

ik TAREARENEEEETUKERTS
Add: No.7Yaokeng Reservoir Road, Tangxia Town, Dongguan City,
Guangdong Province, China 523710

HXL1502-01 S5laLiN

CATHETER TIP-FORMING MACHINE

NEF=R

Technical features:
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«The tip-forming system is designed to form the distal end of a
catheter tube using RF generators to control rapid and
precise temperature. The forming platforms can be teamed
with variety forming tips and the forming molds for many
different applications.

e Easy setup and manually insert in and out load by only one
operator.

*Various tips including closed end tip, radius tip and angle tip
etc by changing forming mold.

* Available in a variety of sizes.

* Compact footprint.

8% : 0086-0769-82993960
HE#E : hengyao@hengyaoautomation.com
Mk : www.hengyaoautomation.com
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